
Power Tank Instructions 
Power Tank Bronco Mount—BKT-2210 

What’s included: 

H1 4x 3/8-16” x 1-3/4” button 
head bolt 

H2 6x 3/8-16” x 3/4” button 
head bolt 

H3 6x 3/8-16” flange nut 

H4 10x 3/8-16” washer 

A1 1x Bronco Plate 

A2 2x Bronco Roll Bar Clamps 

Sold Separately: 

H5 2x 1/4-20” x 3/4” flat head 
bolt** 

H6 6x 1/4-20” flange nut ** 

A3 1x 10 lb PT Super Bracket* 

A4 1x Fire Extinguisher Mount** 

Thank you for purchasing a Power Tank Bronco Mount! This install requires only basic hand tools. 
Install should take less than an hour. Please read all instructions first, before beginning the install. 
These instructions show a Driver-side Mount with a 10 lb Power Tank and a Quick-Release (QR) Fire 
Extinguisher Mount. The Bronco Plate works with 5 lb Super Brackets (BKT-2258), 10 and 15 lb Su-
per Brackets (BKT-2260 & BKT-2261), 5 lb propane tank brackets (BKT-2285), 6 lb propane tank 
brackets (BKT-2287), 10 lb propane tank brackets (BKT-2288), and 11 lb propane tank brackets 
(BKT-2286). 

You will need: 

Masking Tape 

Tape Measure 

Loctite  

7/16 Wrench** 

9/16 Wrench 

5/32 Allen Wrench** 

7/32 Allen Wrench 

5/16 Nut Driver** 

*Can be substituted for 5 lb Power Tank bracket, 
5 lb, 6 lb, 10 lb, 11 lb propane tank bracket 

**For QR Fire Extinguisher Mount only 



Step 1: Mount Roll Bar Clamps 

A. Starting at the bottom of the speaker pod, measure two inches down on the roll bar and mark it 
with tape. Put the tape above the two inch mark to make removal easier, later. 

B. Install one A2 roll bar clamp to the roll bar starting just after the two inch mark. Leave H1 bolts 
loose. 

C. Install the 2nd A2 roll bar clamp 7-1/4” down from the first clamp. 

Step 2: Attach Bronco Plate 

A. Using masking tape, secure the 
clamps in place so they stay when 
bolts are removed.  

B. Remove roll bar bolts. Line up 
Bronco Plate holes with the roll 
bar clamp holes and re-install roll 
bar clamp bolts.  



Step 3: Attach Bracket to Bronco 
Plate 

A. If installing a 10 lb Power Tank, 6 
lb aluminum propane tank, or 10 
lb aluminum propane tank, use 
line A. Note that the left hole on 
line A is the same hole that is 
used for the lower roll bar clamp. 

B. If installing a 15 lb Power Tank, 
use line B. 

C. If installing a 5 lb Power Tank or a 
5 lb steel propane tank, use line C. 

D. If installing an 11 lb steel propane 
tank, use line D. 

Step 4: Attach Bracket to Bronco Plate (cont.) 

A. Start by lining the upper-most holes on your bracket 
with the line noted above. Attach the bracket to the 
Bronco Plate using six* each H2 bolts, H3 nuts, and 
H4 washers. Apply Loctite to H2 bolts. Removing and 
reinstalling one by one, apply Loctite to the H1 bolts. 
Tighten all hardware. Remove tape from step 1. 

*Brackets noted in 3A will reuse the same H1 bolt 
from the roll bar clamp for the upper left hole. The 11 
lb propane tank bracket noted in 3D will only use four 
sets of hardware. 

B. If you are using a Quick-Release Fire Extinguisher 
Bracket, you must orient the quick-release latch 
towards the front of your vehicle. 

C. 10 lb Power Tank mount (BKT-2260) shown at right. 





Step 6: Mount Fire Extinguisher Bracket (optional) 

A. Attach the bracket half that has the pin to the Bronco Plate with the pin side down using H5 and 
H6 nuts and bolts. Thread the upper bolt through the lanyard hoop. The lanyard sits between 
the Fire Extinguisher Bracket and Bronco Plate.  

B. Attach 2.5 lb Fire Extinguisher to the other bracket half using included hose clamps. (see below 
left) 

C. The Fire Extinguisher can fit in any of the upper, middle, or bottom sets of holes on the Bronco 
Plate.  

6 lb propane tank 

BKT-2287 




